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INSTRUCTIONS FOR INSTALLING THE  R K P  GAUGE WHEEL ARM PIVOT KIT 
ON JOHN DEERE 7000 & 7200, KINZE AND SIMILAR PLANTERS

When working on your planter in the raised position be certain that service locks are installed or parking stands are down and 
properly secured. Wear proper protective clothing and eye protection. Review the safety section in your operators manual.
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�B�e�f�o�r�e� �i�n�s�t�a�l�l�i�n�g� �t�h�i�s� �k�i�t� �w�e� �r�e�c�o�m�m�e�n�d� �m�a�k�i�n�g� �o�t�h�e�r� 
�n�e�c�e�s�s�a�r�y� �r�e�p�a�i�r�s� �s�u�c�h� �a�s� �r�e�p�l�a�c�i�n�g� �b�e�a�r�i�n�g�s� �a�n�d� �s�e�e�d� �t�u�b�e� 
�g�u�a�r�d�s�.� �B�a�d�l�y� �w�o�r�n� �s�e�e�d� �t�u�b�e� �g�u�a�r�d�s� �w�i�l�l� �a�l�l�o�w� �t�h�e� �o�p�e�n�e�r� 
�d�i�s�k�s� �t�o� �f�l�e�x� �i�n�w�a�r�d� �a�w�a�y� �f�r�o�m� �t�h�e� �t�i�r�e�s�.� �I�t� �p�r�o�b�a�b�l�y� �i�s� �n�o�t� 
�n�e�c�e�s�s�a�r�y� �t�o� �r�e�p�l�a�c�e� �o�p�e�n�e�r� �d�i�s�k� �s�c�r�a�p�e�r�s�.� �I�n� �f�a�c�t� �p�r�o�p�e�r� 
�i�n�s�t�a�l�l�a�t�i�o�n� �o�f� �t�h�e� �R� �K� �P� �G�a�u�g�e� �W�h�e�e�l� �A�r�m� �P�i�v�o�t� �K�i�t� �w�i�l�l� 
�r�e�s�u�l�t� �i�n� �t�h�e� �o�p�e�n�e�r� �d�i�s�k�s� �b�e�i�n�g� �c�l�e�a�n�e�d� �b�y� �t�h�e� �g�a�u�g�e� �w�h�e�e�l� 
�t�i�r�e�s� �t�h�e�r�e�f�o�r�e� �t�h�e� �s�c�r�a�p�e�r�s� �c�a�n� �p�r�o�b�a�b�l�y� �b�e� �e�l�i�m�i�n�a�t�e�d�.

REMOVAL

�1�. �R�e�m�o�v�e� �b�o�l�t� �(�A�)� �a�n�d� �w�a�s�h�e�r�s� �t�o� �r�e�m�o�v�e� �g�a�u�g�e� �w�h�e�e�l� �a�r�m� 
�a�s�s�e�m�b�l�i�e�s�.� �I�f� �a�r�m�s� �a�r�e� �e�q�u�i�p�p�e�d� �w�i�t�h� �b�u�s�h�i�n�g�s� �c�u�t� �t�h�e�m� �o�f�f� 
�t�o� �a� �2�"� �l�e�n�g�t�h�.� �T�h�e�y� �m�u�s�t� �b�e� �s�h�o�r�t�e�r� �t�h�a�n� �t�h�e� �h�u�b�.� �B�u�s�h�i�n�g�s� 
�w�i�t�h� �a� �s�k�e�w�e�d� �b�o�r�e� �c�a�n�n�o�t� �b�e� �u�s�e�d�.� �T�h�e�y� �m�u�s�t� �b�e� �r�e�p�l�a�c�e�d� 
�w�i�t�h� �s�t�r�a�i�g�h�t� �b�u�s�h�i�n�g�s�.� �I�f� �y�o�u� �n�e�e�d� �s�t�r�a�i�g�h�t� �b�u�s�h�i�n�g�s� �c�a�l�l� �u�s�.

�2�. �C�l�e�a�n� �p�i�v�o�t� �s�h�a�f�t� �(�B�)�.� �R�e�m�o�v�e� �w�e�l�d� �s�p�a�t�t�e�r� �a�n�d� �s�i�m�i�l�a�r� 
�m�a�t�e�r�i�a�l� �f�r�o�m� �f�r�a�m�e� �s�u�r�f�a�c�e� �t�o� �a�l�l�o�w� �a�n� �a�d�j�u�s�t�i�n�g� �w�a�s�h�e�r� �(�E�)� 
�t�o� �s�e�a�t� �a�g�a�i�n�s�t� �f�a�c�e� �o�f� �m�a�c�h�i�n�e�d� �s�h�o�u�l�d�e�r� �(�C�)�.� �S�o�m�e� �r�o�w� 
�u�n�i�t�s� �m�a�y� �h�a�v�e� �a�n� �e�x�c�e�s�s�i�v�e� �a�m�o�u�n�t� �o�f� �w�e�l�d� �t�o� �b�e� �r�e�m�o�v�e�d� 
�b�y� �g�r�i�n�d�i�n�g�.� �I�n� �t�h�i�s� �c�a�s�e� �y�o�u� �c�a�n� �u�s�e� �o�n�e� �o�f� �t�h�e� �o�r�i�g�i�n�a�l� 
�w�a�s�h�e�r�s� �a�g�a�i�n�s�t� �s�u�r�f�a�c�e� �(�C�)�.

�3�. �F�i�l�e� �t�h�e� �e�n�d�s� �o�f� �t�h�e� �g�a�u�g�e� �w�h�e�e�l� �a�r�m� �h�u�b� �t�o� �m�a�k�e� �s�u�r�e� �t�h�e�y� 
�a�r�e� �s�m�o�o�t�h� �a�n�d� �f�l�a�t�.� �C�l�e�a�n� �t�h�e� �b�o�r�e� �b�y� �r�e�m�o�v�i�n�g� �d�i�r�t� �t�h�a�t� �m�a�y� 
�b�e� �p�a�c�k�e�d� �i�n� �t�h�e� � �g�r�e�a�s�e� �c�a�v�i�t�y� �a�n�d� �g�r�e�a�s�e� �f�i�t�t�i�n�g� �h�o�l�e�.� 
�R�e�p�l�a�c�e� �g�r�e�a�s�e� �f�i�t�t�i�n�g� �w�i�t�h� �a� �n�e�w� �o�n�e� �i�f� �n�e�c�e�s�s�a�r�y�.� 

INSTALL  ARMS

�4�. �F�o�r� �J�o�h�n� �D�e�e�r�e� �1�7�0�0� �s�t�y�l�e� �a�r�m�s� �(�t�h�r�e�a�d�e�d� �b�o�r�e�)� �o�n�l�y�:� �P�r�e�s�s� 
�s�p�l�i�t� �b�u�s�h�i�n�g� �(�D�)� �i�n�t�o� �b�o�r�e� �o�f� �a�r�m� �(�F�)�.� �P�l�a�c�e� �t�h�e� �s�p�l�i�t� 
�a�p�p�r�o�x�i�m�a�t�e�l�y� �i�n� �l�i�n�e� �w�i�t�h� �t�h�e� �g�r�e�a�s�e� �z�e�r�k�.
�S�u�g�g�e�s�t�i�o�n�:� � �L�a�y� �w�h�e�e�l� �f�l�a�t� �o�n� �f�l�o�o�r�.� � �P�l�a�c�e� �a� �w�o�o�d� �b�l�o�c�k� 
�u�n�d�e�r� �t�h�e� �h�u�b� �o�f� �t�h�e� �a�r�m�.� � �S�q�u�e�e�z�e� �b�u�s�h�i�n�g� �w�i�t�h� �p�l�i�e�r�s�.� � �T�a�p� 
�b�u�s�h�i�n�g� �i�n�t�o� �p�l�a�c�e�.

�5�. �P�l�a�c�e� �a�p�p�r�o�x�i�m�a�t�e�l�y� �f�i�v�e� �a�d�j�u�s�t�i�n�g� �w�a�s�h�e�r�s� �(�E�)� �o�n�t�o� �p�i�v�o�t� 
�s�h�a�f�t� �(�B�)�.� �T�h�i�s� �i�s� �a�n� �a�p�p�r�o�x�i�m�a�t�e� �n�u�m�b�e�r� �a�n�d� �s�h�o�u�l�d� �r�e�s�u�l�t� �i�n� 
�a� �s�m�a�l�l� �g�a�p� �b�e�t�w�e�e�n� �t�h�e� �t�i�r�e� �a�n�d� �o�p�e�n�e�r� �d�i�s�k� �i�n� �s�t�e�p� �7�.� �M�o�r�e� 
�a�d�j�u�s�t�i�n�g� �w�a�s�h�e�r�s� �w�i�l�l� �b�e� �a�d�d�e�d� �i�f� �n�e�c�e�s�s�a�r�y�.� �I�n�s�t�a�l�l� �g�a�u�g�e� 
�w�h�e�e�l� �a�r�m� �w�i�t�h� �w�h�e�e�l� �(�n�o�t� �s�h�o�w�n�)�.� �P�l�a�c�e� �e�n�o�u�g�h� �a�d�j�u�s�t�i�n�g� 
�w�a�s�h�e�r�s� �(�G�)� �o�u�t�s�i�d�e� �o�f� �a�r�m� �u�n�t�i�l� �t�h�e�y� �a�r�e� �a�p�p�r�o�x�i�m�a�t�e�l�y� �f�l�u�s�h� 
�w�i�t�h� �e�n�d� �o�f� �p�i�v�o�t� �s�h�a�f�t�.� �L�i�g�h�t�l�y� �l�u�b�r�i�c�a�t�e� �w�a�s�h�e�r�s� �d�u�r�i�n�g� 
�a�s�s�e�m�b�l�y� �i�n� �t�h�i�s� �o�r� �s�u�b�s�e�q�u�e�n�t� �s�t�e�p�s�.

IMPORTANT: READ INSTRUCTIONS CAREFULLY
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�6�. �I�n�s�t�a�l�l� �l�o�c�k�n�u�t� �(�L�)� �i�f� �i�t� �w�a�s� �n�o�t� �p�r�e�a�s�s�e�m�b�l�e�d�.� �I�n�s�t�a�l�l� �d�i�s�c� �s�p�r�i�n�g� 
�(�H�)�,� �t�a�b� �w�a�s�h�e�r� �(�I�)� �a�n�d� �t�w�o� �f�l�a�t� �w�a�s�h�e�r�s� �(�J�)� �o�n�t�o� �t�h�e� �a�d�j�u�s�t�i�n�g� �s�t�u�d� 
�a�s�s�e�m�b�l�y� �(�K�)�.� � �S�c�r�e�w� �a�d�j�u�s�t�i�n�g� �s�t�u�d� �a�s�s�e�m�b�l�y� �i�n�t�o� �t�a�p�p�e�d� �h�o�l�e� �i�n� 
�p�i�v�o�t� �s�h�a�f�t� �(�B�)� �a�n�d� �t�i�g�h�t�e�n�.� � Do not use impact wrench.

� �7�. �T�i�g�h�t�e�n� �l�o�c�k�n�u�t� �(�L�)� �u�n�t�i�l� �t�h�e� �a�r�m� �a�n�d� �w�h�e�e�l� �a�s�s�e�m�b�l�y� �s�t�a�y�s� �u�p� 
�u�n�d�e�r� �i�t�s� �o�w�n� �w�e�i�g�h�t�.� For installation purposes� �t�h�e�r�e� �s�h�o�u�l�d� 
�i�n�i�t�i�a�l�l�y� �b�e� �a� �g�a�p� �b�e�t�w�e�e�n� �t�h�e� �t�i�r�e� �a�n�d� �d�i�s�k�.� �I�f� �n�e�c�e�s�s�a�r�y� �a�d�d� 
�a�d�j�u�s�t�i�n�g� �w�a�s�h�e�r�s� �a�t� �p�o�s�i�t�i�o�n� �(�E�)�.� �T�h�i�s� �g�a�p� �w�i�l�l� �b�e� �e�l�i�m�i�n�a�t�e�d� �i�n� 
�s�t�e�p� �9�.� �I�f� �i�t� �i�s� �n�e�c�e�s�s�a�r�y� �t�o� �m�o�v�e� �a�r�m� �(�F�)� �o�u�t�w�a�r�d� �o�n�t�o� �a�d�j�u�s�t�i�n�g� 
�s�t�u�d� �(�K�)� �o�n�e� �o�r� �b�o�t�h� �f�l�a�t� �w�a�s�h�e�r�s� �(�J�)� �c�a�n� �b�e� �m�o�v�e�d� �t�o� �t�h�e� �i�n�s�i�d�e� �o�f� 
�t�h�e� �h�u�b�.� �W�i�t�h� �a�r�m� �i�n� �a�n� �a�v�e�r�a�g�e� �o�p�e�r�a�t�i�n�g� �p�o�s�i�t�i�o�n�,� �t�u�r�n� �t�h�e� �t�i�r�e� 
�a�n�d� �d�e�t�e�r�m�i�n�e� �w�h�e�r�e� �t�h�e� �g�a�p� �b�e�t�w�e�e�n� �t�h�e� �t�i�r�e� �a�n�d� �d�i�s�k� �i�s� �s�m�a�l�l�e�s�t�.� 
�U�s�i�n�g� �a�d�j�u�s�t�i�n�g� �w�a�s�h�e�r�s� �a�s� �a� �f�e�e�l�e�r� �g�a�u�g�e� �d�e�t�e�r�m�i�n�e� �h�o�w� �m�a�n�y� 
�a�d�j�u�s�t�i�n�g� �w�a�s�h�e�r�s� �(�E�)� �i�n�s�i�d�e� �o�f� �h�u�b� �n�e�e�d� �t�o� �b�e� �m�o�v�e�d� �t�o� �p�o�s�i�t�i�o�n� 
�(�G�)� �o�u�t�s�i�d�e� �o�f� �h�u�b� �t�o� �a�l�l�o�w� �t�h�e� �t�i�r�e� �t�o� �r�u�b� �t�h�e� �o�p�e�n�e�r� �d�i�s�k� �w�i�t�h� �l�i�g�h�t� 
�t�o� �m�o�d�e�r�a�t�e� �p�r�e�s�s�u�r�e�.� �D�o� �n�o�t� �m�o�v�e� �w�a�s�h�e�r�s� �u�n�t�i�l� �s�t�e�p� �9�.

�T�h�e�r�e� �a�r�e� �s�e�v�e�r�a�l� �v�a�r�i�a�b�l�e�s� �t�h�a�t� �d�e�t�e�r�m�i�n�e� �t�h�e� �r�e�l�a�t�i�o�n�s�h�i�p� 
�b�e�t�w�e�e�n� �t�h�e� �t�i�r�e� �a�n�d� �t�h�e� �o�p�e�n�e�r� �d�i�s�k�s�.� �I�f� �y�o�u� �a�r�e� �h�a�v�i�n�g� �d�i�f�f�i�c�u�l�t�y� 
�i�n� �g�e�t�t�i�n�g� �t�h�e� �t�i�r�e� �t�o� �r�u�b� �t�h�e� �d�i�s�k� �s�a�t�i�s�f�a�c�t�o�r�i�l�y� �r�e�f�e�r� �t�o� �s�p�e�c�i�a�l� 
�n�o�t�e�s� �2� �a�n�d� �3� �b�e�l�o�w�.

The purpose of locknut (L) is to set the disc spring pressure on 
the hub of the arm. It does not have anything to do with 
determining the relationship of the tire to the opener disk. 
That is determined entirely by the number of adjusting 
washers at position (E).

�8�. �L�o�o�s�e�n� �l�o�c�k�n�u�t� �(�L�)� �s�o� �w�h�e�e�l� �c�o�m�e�s� �d�o�w�n�.� �S�e�t� �d�i�s�c� �s�p�r�i�n�g� 
�p�r�e�s�s�u�r�e� �a�s� �i�n�d�i�c�a�t�e�d� �b�e�l�o�w�.

�(�a�)� �I�f� �y�o�u�r� �p�l�a�n�t�e�r� �i�s� �e�q�u�i�p�p�e�d� �w�i�t�h� �t�h�e� �"�W�a�l�k�i�n�g� �G�a�u�g�e� �W�h�e�e�l�"� 
�a�t�t�a�c�h�m�e�n�t� �s�e�t� �d�i�s�c� �s�p�r�i�n�g� �p�r�e�s�s�u�r�e� �a�s� �f�o�l�l�o�w�s�.� �T�i�g�h�t�e�n� �l�o�c�k�n�u�t� 
�(�L�)� �u�n�t�i�l� �a� �s�l�i�g�h�t� �r�e�s�i�s�t�a�n�c�e� �i�s� �f�e�l�t� �w�h�e�n� �r�a�i�s�i�n�g� �a�n�d� �l�o�w�e�r�i�n�g� �t�h�e� 
�w�h�e�e�l� �b�y� �h�a�n�d�.� �T�h�e� �a�r�m� �m�a�y� �t�e�n�d� �t�o�  ��h�a�n�g� �u�p �� �s�l�i�g�h�t�l�y�.� �A�t� �t�h�i�s� 
�p�o�i�n�t� �d�i�s�c� �s�p�r�i�n�g� �p�r�e�s�s�u�r�e� �w�i�l�l� �r�e�s�u�l�t� �i�n� �a�p�p�r�o�x�i�m�a�t�e�l�y� �1�5�0�0� �l�b�s� 
�p�r�e�l�o�a�d� �o�n� �t�h�e� �h�u�b� �o�f� �t�h�e� �a�r�m�.

�(�b�)� �I�f� �p�l�a�n�t�e�r� �h�a�s� �n�o�  ��W�a�l�k�i�n�g� �G�a�u�g�e� �W�h�e�e�l �� �a�t�t�a�c�h�m�e�n�t� � �w�e� 
�r�e�c�o�m�m�e�n�d� �t�h�a�t� �t�h�e� �d�i�s�c� �s�p�r�i�n�g� �p�r�e�s�s�u�r�e� �b�e� �s�e�t� �h�i�g�h� �e�n�o�u�g�h� �t�h�a�t� 
�t�h�e� �a�r�m�s� �s�t�a�y� �u�p� �a�g�a�i�n�s�t� �t�h�e� �a�d�j�u�s�t�a�b�l�e� �s�t�o�p� �b�u�t� �c�a�n� �s�t�i�l�l� �b�e� �p�u�s�h�e�d� 
�d�o�w�n� �w�i�t�h� �m�o�d�e�r�a�t�e� �f�o�r�c�e� �(�a�p�p�r�o�x�i�m�a�t�e�l�y� �2�0�-�2�5� �l�b�s�)�.

�9�. �R�e�m�o�v�e� �g�a�u�g�e� �w�h�e�e�l� �a�r�m� �b�y� �r�e�m�o�v�i�n�g� �a�d�j�u�s�t�i�n�g� �s�t�u�d� �a�s�s�e�m�b�l�y� 
�(�K�)�.� �D�o� �n�o�t� �r�e�m�o�v�e� �t�h�e� �l�o�c�k�n�u�t�,� �d�i�s�c� �s�p�r�i�n�g�,� �t�a�b� �w�a�s�h�e�r� �a�n�d� 
�a�d�j�u�s�t�i�n�g� �w�a�s�h�e�r�s� �f�r�o�m� �t�h�e� �a�d�j�u�s�t�i�n�g� �s�t�u�d�.� �M�o�v�e� �c�o�r�r�e�c�t� �n�u�m�b�e�r� 
�o�f� � �a�d�j�u�s�t�i�n�g� �w�a�s�h�e�r�s� �f�r�o�m� �p�o�s�i�t�i�o�n� �(�E�)� �t�o� �p�o�s�i�t�i�o�n� �(�G�)� �a�s� 

Special Notes: 
       
�1�. �L�o�c�k�n�u�t� �(�L�)� �s�i�z�e� �i�s� �1� � �7�/�1�6�"� �a�c�r�o�s�s� �f�l�a�t�s�.� � �M�a�n�y� �1�2�"� �a�d�j�u�s�t�a�b�l�e� 

�w�r�e�n�c�h�e�s� �w�i�l�l� �o�p�e�n� �t�o� �1� � �7�/�1�6�"� � �b�u�t� �y�o�u�r�s� �m�a�y� �n�o�t�.� �I�f� �n�o�t�,� �i�t� �i�s� �a� 
�s�i�m�p�l�e� �m�a�t�t�e�r� �t�o� �r�e�m�o�v�e� �t�h�e� �r�e�q�u�i�r�e�d� �m�a�t�e�r�i�a�l� �f�r�o�m� �t�h�e� �s�t�a�t�i�o�n�a�r�y� 
�j�a�w� �o�f� �t�h�e� �w�r�e�n�c�h� �u�s�i�n�g� �a� �b�e�n�c�h� �g�r�i�n�d�e�r�.

�2�. �I�n� �m�o�s�t� �c�a�s�e�s� �t�h�e� �g�a�u�g�e� �w�h�e�e�l� �t�i�r�e� �w�i�l�l� �r�u�b� �t�h�e� �o�p�e�n�e�r� �d�i�s�k� �a�t� �t�h�e� 
�g�r�o�u�n�d� �l�i�n�e� �(�o�r� �a�t� �l�e�a�s�t� �h�a�v�e� �a� �v�e�r�y� �s�m�a�l�l� �g�a�p�)� �w�i�t�h�o�u�t� �e�x�c�e�s�s�i�v�e� 
�p�r�e�s�s�u�r�e� �b�e�t�w�e�e�n� �t�h�e� �t�i�r�e� �a�n�d� �d�i�s�k� �a�t� �s�o�m�e� �o�t�h�e�r� �p�o�i�n�t�.� �I�f� �t�h�i�s� �i�s� 
�a�c�c�o�m�p�l�i�s�h�e�d�,� �m�o�i�s�t� �d�i�r�t� �w�i�l�l� �b�e� �c�l�e�a�n�e�d� �f�r�o�m� �t�h�e� �o�p�e�n�e�r� �d�i�s�k� �a�s� 
�t�h�e� �d�i�s�k� �e�m�e�r�g�e�s� �f�r�o�m� �t�h�e� �g�r�o�u�n�d�.� �I�n� �t�h�i�s� �c�a�s�e� �t�h�e� �d�i�s�k� �s�c�r�a�p�e�r�s� 
�s�e�r�v�e� �n�o� �p�u�r�p�o�s�e� �a�n�d� �c�a�n� �b�e� �r�e�m�o�v�e�d�.

�3�. �O�c�c�a�s�i�o�n�a�l�l�y�,� �d�u�e� �t�o� �d�a�m�a�g�e�d� �p�a�r�t�s� �o�r� �m�a�n�u�f�a�c�t�u�r�i�n�g� �v�a�r�i�a�t�i�o�n�,� 

�d�e�t�e�r�m�i�n�e�d� �i�n� �s�t�e�p� �7�.� �R�e�i�n�s�t�a�l�l� �t�h�e� �a�d�j�u�s�t�i�n�g� �s�t�u�d� �w�i�t�h� �d�i�s�c� 
�s�p�r�i�n�g� �a�n�d� �w�a�s�h�e�r�s�.� �T�i�g�h�t�e�n� �a�d�j�u�s�t�i�n�g� �s�t�u�d� �t�o� �8�5� �f�t� �l�b�s� 
�t�o�r�q�u�e�.� Do not use impact wrench.

� � � � � � � 
�1�0�.�G�r�e�a�s�e� �t�h�e� �p�i�v�o�t� �j�o�i�n�t�.� �I�f� �y�o�u� �s�e�t� �t�h�e� �d�i�s�c� �s�p�r�i�n�g� �p�r�e�s�s�u�r�e� �a�s� 

�i�n� �s�t�e�p� �8� �(�a�)� �w�e� �r�e�c�o�m�m�e�n�d� �t�h�a�t� �y�o�u� �l�u�b�r�i�c�a�t�e� �d�a�i�l�y�.� 
�L�o�n�g�e�r� �i�n�t�e�r�v�a�l�s� �a�r�e� �p�r�o�b�a�b�l�y� �v�e�r�y� �a�c�c�e�p�t�a�b�l�e� �h�o�w�e�v�e�r�.� 
�Y�o�u� �w�i�l�l� �h�a�v�e� �t�o� � �d�e�t�e�r�m�i�n�e� �t�h�e� �c�o�r�r�e�c�t� �i�n�t�e�r�v�a�l� �f�o�r� �y�o�u�r� 
�c�o�n�d�i�t�i�o�n�s�.� �I�f� �y�o�u� �s�e�t� �d�i�s�c� �s�p�r�i�n�g� �p�r�e�s�s�u�r�e� �a�s� �i�n� �s�t�e�p� �8� �(�b�)� 
�a�n�n�u�a�l� �l�u�b�r�i�c�a�t�i�o�n� �i�s� �s�u�f�f�i�c�i�e�n�t�.

� � � � � � � � 
�1�1�. �A�f�t�e�r� �s�e�v�e�r�a�l� �d�a�y�s� �o�p�e�r�a�t�i�o�n� �c�h�e�c�k� �t�h�e� �d�i�s�c� �s�p�r�i�n�g� 

�p�r�e�s�s�u�r�e�.� �C�h�e�c�k� �t�h�e� �d�i�s�c� �s�p�r�i�n�g� �p�r�e�s�s�u�r�e� �a�t� �l�e�a�s�t� �o�n�c�e� �a� 
�y�e�a�r� �t�h�e�r�e�a�f�t�e�r�.� If looseness is detected make sure the 
adjusting stud is seated against the pivot shaft and 
torqued to 85 ft lbs before tightening the locknut. It 
may be necessary to back the nut off to be sure that the 
adjusting stud is seated against the pivot shaft.� �S�e�t� �d�i�s�c� 
�s�p�r�i�n�g� �p�r�e�s�s�u�r�e� �a�s� �i�n� �s�t�e�p� �8�.� � �C�h�e�c�k� �t�i�g�h�t�n�e�s�s� �o�f� �a�d�j�u�s�t�i�n�g� 
�s�t�u�d� �(�K�)� �w�h�e�n�e�v�e�r� �l�o�c�k�n�u�t� �(�L�)� �h�a�s� �b�e�e�n� �t�u�r�n�e�d� �c�o�u�n�t�e�r� 
�c�l�o�c�k�w�i�s�e�.

�y�o�u� �m�a�y� �h�a�v�e� �a� �g�a�p� �o�f� �1�/�1�6�"� �o�r� �m�o�r�e� �b�e�t�w�e�e�n� �t�h�e� �o�p�e�n�e�r� 
�d�i�s�k� �a�n�d� �t�h�e� �t�i�r�e� �a�t� �t�h�e� �g�r�o�u�n�d� �l�i�n�e�.� �G�e�n�e�r�a�l�l�y� �t�h�i�s� �w�i�l�l� 
�c�a�u�s�e� �n�o� �p�r�o�b�l�e�m� �b�u�t� �y�o�u� �s�h�o�u�l�d� �c�o�n�s�i�d�e�r� �t�h�e� �f�o�l�l�o�w�i�n�g�:

�(�a�)� �T�h�e� �g�a�p� �b�e�t�w�e�e�n� �t�h�e� �o�p�e�n�e�r� �d�i�s�k� �a�n�d� �t�h�e� �t�i�r�e� �c�a�n� 
�s�o�m�e�t�i�m�e�s� �b�e� �r�e�d�u�c�e�d� �b�y� �m�o�v�i�n�g� �a�r�m�s� �t�o� �t�h�e� �o�p�p�o�s�i�t�e� 
�s�i�d�e� �o�f� �t�h�e� �r�o�w� �u�n�i�t� �o�r� �b�y� �e�x�c�h�a�n�g�i�n�g� �a�r�m�s� �b�e�t�w�e�e�n� �r�o�w� 
�u�n�i�t�s�.� �I�f� �t�h�e� �a�r�m�s� �a�r�e� �l�e�f�t� �h�a�n�d� �a�n�d� �r�i�g�h�t� �h�a�n�d� �t�h�e�y� �c�a�n�n�o�t� 
�b�e� �m�o�v�e�d� �t�o� �t�h�e� �o�p�p�o�s�i�t�e� �s�i�d�e� �o�f� �t�h�e� �r�o�w� �u�n�i�t�.� 

�(�b�) �A�s� �a� �l�a�s�t� �r�e�s�o�r�t� �a�r�m�s� �c�a�n� �a�l�s�o� �b�e� �h�e�a�t�e�d� �a�n�d� �t�w�i�s�t�e�d� �o�r� �b�e�n�t� 
�t�o� �b�r�i�n�g� �t�h�e� �t�i�r�e� �c�l�o�s�e�r� �t�o� �t�h�e� �o�p�e�n�e�r� �d�i�s�k�.� � 

READ THIS

L
K1153

AK1038 (1/2)

AK1039 (5/8)

AK1040 (12MM)

K

�U�s�e� �O�l�d� �A�r�m� �R�e�g�a�r�d�l�e�s�s� �O�f� �W�e�a�r

AI-1250

K1015

H K1541

I
E

K1019 
K1296 (White 6000)

G

K1286

J


